
Opening the Scan File 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Click the folder icon and select Open Scan File… 



Opening the Base 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Browse to the folder 
containing the STL file 
of your scan data. 

Select the gingival 
STL file and click 
Open. 



Entering the Order Form Information 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Select Custom 
Implant Abutment. 

Define the tooth position 
and type of restoration. 
Adjacent teeth should 
also be selected.  



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Select the abutment 

brand and model. 

If you are designing 2-in-1 

or 3-in-1, you will need to 

specify information for the 

coping. 

For bridges with pontics, 

click the pontic tooth icon 

and select the pontic type 

and design from the dialog 

box. 



Processing the Scan Data 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Scan data 
imported 

Trim off unnecessary 
data.  

Unnecessary data 
trimmed off. 



Importing the Scan Data of Jigs 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Import the jig scan 
data. 



Selecting the Tooth Positions 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Click on the tooth 
specified.  

Colored model 
shows tooth 
positions have been 
specified. 



Importing the Bite Scan Data 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Select and open the 
bite scan STL file. 

Click No when asked to 
align the bite with the 
working model.  
 
Note: During scanning 
with 3Shape scanner, 
the bite is aligned and 
trimmed. Alignment at 
this time will result in 
incorrect bite 
positioning. 

Bite imported. 



Adjusting the Direction of the Bite 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Use the middle 
mouse button to 
move the bite 
surface so that it 
is perpendicular 
to the computer 
screen, as shown 
on the left. 



Scan Data Imported 
 
Continue with the design of the abutment. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




